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1. The Isohyets are the imaginary lines joining the points of equal 

 [1] Pressure 

 [2] Height 

 [3] Humidity 

 [4] Rainfall 

Answer: D 

 

2. The time required by rain water to reach the outlet of drainage basin, is 

generally called 

 [1] Time of concentration 

 [2] Time of overland flow 

 [3] Concentration time of overland flow 

 [4] Duration of the rainfall  

 Answer: A 
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3. A geological formation which not only stores but yields in sufficient 

quantity is known as 

    [1] Aquifuge 

    [2] Aquifer 

    [3] Aquiclude 

    [4] Aquitard 

    Answer: B 

4. The discharge per unit drawdown at the well is known as 

    [1] Specific yield 

    [2] Specific storage 

    [3] Specific retention 

    [4] Specific capacity 

   Answer: D 

5. A hydrograph is a plot of 

   [1] Rainfall intensity against time 

   [2] Stream discharge against time   

   [3] Cumulative rainfall against time 

   [4] Cumulative runoff against time 

    Answer: B 
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6. The design flood commonly adopted in India for spillways of major 

projects is the 

  [1] Standard project flood 

  [2] Flood with a return period of 1000 years 

  [3] Probable maximum flood 

  [4] Flood with a return period of 10,000 years 

 Answer: C 

 

7. The amount of water which flows over the surface of the earth after all 

the losses have taken place is called 

 

  [1] Maximum flood discharge 

  [2] Precipitation 

  [3] Hydrograph 

  [4] Run off  

 Answer: D 

 

8. The standard Symon’s type rain gauge has a collecting area of diameter 

  [1] 5.08cm   

  [2] 10cm 

  [3] 12.7cm 

  [4] 25.4cm 

 Answer: C 
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9. A Lysimeter is an instrument used to measure  

     [1] Infiltration rates 

     [2] Evaporation 

     [3] Evapotranspiration 

     [4] Transpiration 

     Answer: C 

 

10.The annual potential evapotranspiration for a major part of country lies 

in the range of 

     [1] 140-180cm      

     [2] 200-250cm 

     [3] 100-140cm 

     [4] 250-300cm 

    Answer: A 
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